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Introduction: 

 

Dear Astronomer,  

It is our distinct pleasure to introduce our 
products and company we are Farpoint, the #1 
Manufacturer of Astronomical Accessories across 
our planet!  

Through our advancements in research level 
instrumentation, these innovations are what 
fuels our passion to manufacture astronomical 
accessories for the amateur and advanced 
astronomers alike. From our experience and 
technical “know-how ” Farpoint was originated by 
astronomers to work as a company devoted to 
astronomers and the truth in what we do echoes 

across our theme…  

       “The Farthest Point of Vision” ® 

We welcome each and everyone to Farpoint, with a 
firm dedication to quality and service we strive 
to bring you an unequalled commitment to the 
astronomical community from this day forward and 
beyond. To every level of astronomer who use or 
wish to use our products, we hope your 
excitement for astronomy is as rewarding as our 
devotion is to YOU the Astronomer! 

 

Clear skies, 

Cary Chleborad, President  

 



 

 

 

 

                    

                   

                        

                                  

                                                          

                        

                                    

          

        

          

              



   

 
The Farpoint Bahtinov Mask is made from the most rugged, durable 
ABS plastic we could find, carefully packaged with complete 
instructions complimented with an easy to understand “You Tube” 
video so that using a Farpoint mask is now the easiest way to 
focus your camera on the planet. Bahtinov sizes range from 8”to 
12” models for Schmidt Cassegrain telescopes or our most popular 
sizes for any OTA ranging from 2.5” to 4”, 3.5” to 6.5”, 5.5” to 
8.5” or 6.5” to 9.5”. However you care to see it Farpoint has 
all your focus needs covered! 

                              

 



 

                   

                     

 

                      

All “other” OTA mask sizes are fully adjustable… come see us at 
www.youtube.com/farpointastro 



  

 
There are so many “short-life-span” batteries on the market, 
most of which sputter out after a season or two of night in and 
night out use. Now you have a durable, sling it on the ground 
power house battery without breaking the bank to own a 
dependable reliable power source!  We call it the “Power Case 

18”®, designed extra tough & made extra durable to hold up 
through the most demanding conditions!  

 
Each Power Case 18“comes with a full battery meter, charge re-
set button, a single socket with complete internal re-charger 
housed in a water proof Indestructible hard shell case.   

 



  

 

All astronomers use some form of case or another, for telescopes 
or mounts, eyepieces or for many other different accessories. We 
weren’t going to promote a flimsy, fragile easily damaged 
“cheapo” case to protect your prized possessions NO WAY! That’s 
why you need Armour, Farpoint Astro Armour ®, built like a tank 
to take all the punishment YOU can dish out, completely water 
proof, dust proof and outdoor tough & built to last a life time!  

             

            

 



 

FP905 - L12.5'' x W10.1'' x H6'' / FP915- L15.8'' x W12.1'' x H6.8'' 

FP920 - 16.7L'' x W13.4'' x H6.8'' / FP925- L18.7'' x W14.8'' x H7.0'' 

FP930 - L19.8'' x W16.0'' x H7.6'' / FP940 - L21.7'' x W16.9'' x 

H8.5'' / FP945 - L25.1'' x W19.9'' x H8.8''  

 Each case comes with or without “plucked foam”, easy to use 

lockable latches and a sturdy padded handle!             

(*) Astro Armour cases come with a Limited life time warrantee! 

                       (Normal wear and tear) 

 

 

 



 

You just a fortune on a new equipment (or at least it 
feels that way) and all you have to protect it is a 
cardboard box and some packing materials. Or let’s say 
you travel to your favorite location to get some 
astronomy in, are you willing to risk an unforeseen 
mishap and damage your prized gear? Of course not, 
that’s why Farpoint created a safe secure way to 
protect your Telescope, Mount or Billion dollar CCD 

camera…We call it the…  

            “Scope Safe“®    
Made with the finest toughest materials available, 
completely designed and made exactly to your custom 
spec and the good part is you don’t have to wait a year 
to get one, You order it, we make it and 30 days later 
Your Protected!   

      

      



   

 

All Newtonian telescopes need an accurate way to align 
the primary and secondary mirrors and sometimes with 
transportation or disassembly the frequency and 
misalignment of mirrors can occur nightly and many 
times the process can be a night mare! Our Laser 
Collimator, Cheshire and NEW Auto-Collimator products 
are designed to maintain your alignment, so your 
collimation stays Picture Perfect! Brilliantly 
designed, brilliantly packaged and brilliantly made 
all in order to keep your telescope aligned and working 
throughout the night. Now there is a quick and easy way 
to Collimate with no hassle when you need it the most!    

(Left ro Right- 1.25”, 2” version, 2” auto-collimator and Our Complete Kit)   

     

   



 

 

         

         

 

Shown above: Our complete laser line, with our new Auto-collimator, 
additional photos: Complete Laser Kit w/ Reflective Markings / 1.25”and 2” 

Cheshire’s…OUR laser products come with a life-time alignment warrantee!     

 



 

 

There are CCD cameras and then there are CCD CAMERAS…Introducing 
Opticstar, a camera type designed for the first time imager or 
research scientist. Affordable, quality made and pre-tested and 
each camera is extremely well designed and chambered using the 
finest electronics from Sony’s Technology. Plug it in and 
capture images right out of the box, so why spend $1000’s on an 
expensive camera when now you don’t have to! With 10 models to 
choose from whether you enjoy planetary or deep sky images or 
you need to auto-guide, or your reason is spectroscopy, x-ray 
physics or life science each model comes in two versions in 
either Mono- chrome or Color and all Opticstar cameras use the 
latest windows operating system in 64 and 32 bit so your 
response and process time is faster, accurate and more precise.   

 

Opticstar’s extensive range of cameras include thermo-electrically 
cooled (TEC) Chips with a high speed video option so no matter what 
you’re  application or interest is Opticstar has a camera designed 
just for you! 

        

  

Don’t be fooled by names or a logo, how it’s made, how easy it is to    
use and what is on the inside that matters the most!  

                      www.opticstar-ccd.com 



 

    

 DS-615C XL / 6.1 Megapixels - 1.8" CCD - TEC 
Cooled - Hardware Gain - Video Mode 

 1.8" Sony ICX413AQ Interline Color 

CCD  
 Resolution: 6.1 Megapixels, 3020x2020  

 No Infra Red filter  

 Color Binning: 1x1, 2x2, 4x4  

 Thermo-Electric Cooling & Fan  

 Cooling to 30ºC below ambient 

temperature  
 Hardware Gain - up to 100% sensitivity 

boost  
 Hardware Black Level  

 Preview / Focusing @ 1 frame per 

second  

 Ragged aluminum construction  

 Semi-Video mode for real time Deep 

Sky  
 Star View mode  

 Bundled Software:  

o Nebulosity v2  
o Plugin for AstroArt  
o Plugin for MaxIm DL  

 Computer Requirements:  

o Microsoft Windows (32-bit & 
64-bit) XP/Vista/7/8  

o USB 2.0 port  

                   

o  



 

 

Opticstar DS-336C XL / 3.3 Megapixels - 1/1.8" 
CCD - TEC Cooled - Hardware Gain - Video Mode 

 

 1/1.8" Sony ICX412AQ Interline 
Color CCD  

 Resolution: 3.3 Megapixels, 

2048x1536  
 No Infra Red filter  

 Color Binning: 1x1, 2x2, 4x4  
 Thermo-Electric Cooling with 

Fan Assist  
 Hardware Gain - up to 100% 

sensitivity boost  
 Hardware Black Level  
 Preview / Focusing @ 5 frames 

per second  
 ROI Video mode: 30fps @ 

640x480  
 External Power Supply Unit for 

TEC  
 Ragged aluminum construction  

 Semi-Video mode for real time 
Deep Sky  

 Star View mode  

 Bundled Software:  
o Nebulosity v2  

o Opticstar View  
o Plug in for Astro Art  

o Plug in for Maxim DL  
 Computer Requirements:  

o Microsoft Windows (32-bit & 
64-bit) XP/Vista/7  

o USB 2.0 port  

 

 



 

DS-142M XL / 1.4 Megapixels - 1/2" CCD - TEC 
Cooled - Hardware Gain - Video Mode 

 

 1/2" Sony ICX205AK Progressive 

Monochrome CCD  
 Resolution: 1.4 Megapixels, 

1360x1024  
 Binning: 1x1, 2x2, 4x4  

 Thermo-Electric Cooling with 
Fan Assist  

 Hardware Gain - up to 100% 
sensitivity boost  

 Hardware Black Level  
 Preview / Focusing @ 3.5 frames 

per second  

 Video mode: 30fps @ 640x480  
 External Power Supply Unit for 

TEC  
 Rugged aluminum construction  

 Semi-Video mode for real time 

Deep Sky  
 Star View mode  

 Bundled Software:  
o Nebulosity v2  

o Opticstar View  
o Plug in for Astro Art  

o Plug in for Maxim DL  
 Computer Requirements:  

o Microsoft Windows (32-bit & 
64-bit) XP/Vista/7  

o USB 2.0 port  

 

 



                

       Opticstar DS-442 C and M Model ICE   

 Sony ICX285AQ 1.4 Megapixel 2/3" CCD  

 Color CCD: 1434 x 1050 pixels - Pixel size 6.45µm x 6.45µm  

 Quantum Efficiency (max): 62% Noise reduction electronics  

 Gain functionality in hardware - Preview mode @ 1434x1050: 3fps  

 Raw 16-bit image transfer @ 1434x1050: 0.5 second approximately  

 Color Binning: 1x1, 2x2, 4x4 - Data output: 16-bit or 8-bit raw  

 Exposure time: 3ms to over 1 hour Robust all metal case  

 Sealed sensor and electronics - T.E.C. cooled with fan assist, 
up to 30°C below ambient - USB 2.0 high-speed interface  

 Focusing preview mode - 2.5 meters in-situ USB cable  

 High quality regulated PSU  

 Full Nebulosity software included for camera control and image processing  

 Bundled plug-ins: AstroArt & MaxIm DL - Microsoft Windows (32-bit & 64-bit) 2000/XP/Vista/7  

                           

 Opticstar DS-145Cand “M” version ICE 1.4 mega-pixel color CCD camera.  

 C/CS to 1.25" telescope adapter  threaded for f ilters. /  C/CS to T thread adapter for T thread lens .  

 2.5 meters in-situ USB cable   

 High quality regulated PSU. 3A; AC:100-240V for Europe, USA etc; DC:3.3V.  

 Aluminum storage and carry case. Software:  Nebulosi ty v1.8.2 software  for camera control and image processing. 

http://www.opticstar.com/Run/Astronomy/Astro-Imagers-Opticstar.asp?p=0_10_5_0_3_100
http://www.opticstar.com/Run/Astronomy/Astro-Imagers-Opticstar.asp?p=0_10_5_0_3_101
http://www.opticstar.com/Run/Astronomy/Astro-Imagers-Opticstar.asp?p=0_10_6_2


     

                  

 Eagle Nebula 

 NGC 3372 

 NGC 7293 

                                (All Photos Courtesy of John Hounton) 

 



 

 

 

PX-35C High Sensitivity Planetary, Lunar and Solar CCD Imaging 

 

 Sensor: 1/4" Sony ICX098BQ CCD Color  

 Sensor Resolution: 640(H) x 480(V)  

 Frame Rate: 30 FPS @ 640x480  

 USB 2.0 Powered  

 Hardware Gain  

 No Infra Red filter  

 Suitable for Planetary, Lunar & Solar 
imaging  

 Air-Cooled with internal fan  

 Robust aluminum alloy body  

 Bundled Software:  
o Opticstar View  
o etAMACAP  

 Computer Requirements:  
o Microsoft Windows (32-bit & 64-

bit) XP/Vista/7  
o USB 2.0 port  

 

     

Thermal noise is kept to a minimum via a heat-sink that is directly attached to the back of the Sony CCD 

sensor and a fan that that draws the heat out of the camera fast. Enclosed camera cases will typically show 

temperatures of around 10ºC above ambient temperature; these can rise dramatically during extended 

exposures. Air-cooled cameras such as the PX-35C will show internal temperatures of around 3ºC above 

ambient temperature under normal use, thermal noise halves for every 6 degrees of drop in temperature 

which means that a similar non air-cooled camera with have over twice the noise of the PX-35C during 

shorter exposures. 

 



 

 PX-75C High Sensitivity Planetary, Lunar and Solar CCD Imaging 

 

Sensor Type: 1/3” CCD Color or Mono Chrome / Sensor Resolution:  

                      1024(H) x 768(V) 

  Sensor: 1/3" Sony ICX204 CCD 

Monochrome 
 Sensor Resolution: 1024(H) x 

768(V) 
 Frame Rate: 

o 20 FPS @ 1024x768 
o 40 FPS @ 512x384 ROI 
o 60 FPS @ 256x192 ROI 

 USB 2.0 Powered 
 Hardware Gain 
 No Infra Red filter 
 Robust aluminum alloy body 

 Suitable for Planetary, Lunar & 

Solar imaging 
 Air-Cooled with internal fan 
 Bundled Software: 

o Opticstar View 
o etAMACAP 

 Computer Requirements: 
o Microsoft Windows (32-bit & 

64-bit) XP/Vista/7 
o USB 2.0 port 

 

 



 

  PL-131C / High Speed Color imaging at up to 220 Frames per second 

 

                      PL-131M / High Speed Mono-Chrome imaging  

 

 

 Sensor: 1/2" CMOS 10-bit Color or 
Mono-Chrome  

 Sensor Resolution: 1280(H) x 

1024(V)  
 Frame Rate:  

o 22 FPS @ 1280x1024  
o 80 FPS @ 640x480 (ROI)  

o 220 FPS @ 320x240 (ROI)  
 USB 2.0 Powered  

 Hardware Binning: 1x1, 2x2, 4x4  
 Hardware Region of Interest (ROI)  
 Hardware Gain  

 Robust aluminum alloy body  
 Air-Cooled with internal fan  

 No Infra Red filter  
 Suitable for Planetary imaging or Auto-

Guiding  

 Bundled Software:  
o Opticstar View  

o etAMACAP  
o Nebulosity Lite  

o PHD Guiding  
o Plug-in for Maxim DL  

o Plug-in for Astro Art  
 Computer Requirements:  

o Microsoft Windows (32-bit & 64-bit) 

XP/Vista/7  
o USB 2.0 port  



 

 

AG-131C / Advanced Color Auto-Guider includes: Video 
Camera, interface box, computer cables and software. 

 

 

AG-131M / Advanced Mono-Chrome Auto-Guider includes: 
Video Camera, interface box, computer cables & 
software. 

 

  

 



 

 

 

          

   Sample images taken using the Opticstar AG131 Auto-Guider 

 

 Complete guiding solution for 
telescopes  

 For all mounts with a Guide Port 
(ST-4)  

 For all ASCOM compliant mounts  
 Also supports most non-ASCOM 

mounts  
 Max frame rate: 22 @ full res (WDM 

mode).  
 Max exposure time: 10 seconds 

(native mode).  
 Ideal for Planetary imaging  
 Air-Cooled with internal fan  
 Resolution: 1280 x 1024  

 Binning: 1x1, 2x2, 4x4  
 Region of Interest (ROI):  

o 640x480  
o 320x240  

 USB 2.0 Powered  

 Computer controlled  
 Contents:  

o 1.3mp Monochrome video camera  
o Computer-to-mount interface box  

o All cables  
 Bundled Software (max. 10s exposure):  

o Opticstar View (up to 220 FPS)  
o etAMCAP (up to 220 FPS)  
o PHD Guiding  
o Nebulosity Lite  
o Plug-in for Maxim DL  
o Plug-in for Astro Art  

 Computer Requirements:  
o Microsoft Windows (32-bit & 64-bit) 

XP/Vista/7  
o USB 2.0 port  



 

Stark Labs Nebulosity and Camera control 
software made for the beginning to advanced 
Astro imager.   

 

 

Nebulosity is designed to be a powerful, but simple to use 
capture and processing application for a wide range of astronomy 
CCD cameras. Many cameras are supported for capture and images 
so that just about anything can be processed (support for many 
FITS formats, PNG, TIFF, JPEG, CR2/CRW, etc). Our goal is to 
suit astronomers ranging from the first time imager who wants to 
create his or her first space images to the advanced imager who 
wants a convenient, flexible capture application for use anytime 

or anywhere.  

 



 

 Basic operations including Crop, Mirror, Flip, Invert, Rotate, Bright, etc. 
 Copy and paste user defined regions. 

 Distances can be measured between user defined points, circles, etc. 
 Angles can be calculated by defining three points on the image. 

 Operations can be performed on any user defined region. 
 Color operations can be performed on individual R, G, and B channels. 

 Data combine of two images. 
 Data calibration. 

 Image-zoom as a per cent of the original image. 
 Linear filters to soften, sharpen, emboss, blur and Gaussian.  
 Non-linear filters for median, erode, dilate, contour, edge and jitter. 
 Transform filters for pinch, punch, twirl and cylinder. 
 Fluorescence filters for gamma, colorize, mix and combine. 
 Nebulosity comes with capture control and multiple file formats are supported, 

internal calculations and Image processing are all rolled into one! 

 

 

 



 

 

 

 1.25" filters, 26mm clear aperture  

 Luminance, Red, Green, Lt Blue and Blue  
 Thread into any 1.25" eyepiece or filter wheel  

 Better image contrast, lower glare  

 Threaded on both ends  
 Case included  

 

   

   1.25”Infared Cut off Filter     1.25” Nebula OIII Filter  

 

 



 

 

 High transparency: 91% to 95%  
 1.25" filters, 26mm clear aperture  
 4-Filter Set: Red, Green, Blue & Infra 

Red  

 Thread into any 1.25" eyepiece or filter 
wheel  

 Better image contrast, lower glare  
 Threaded on both ends  

 

 

  F/ 0.5 & F/ 0.33 Focal Reducer     Photographic F0.5 Focal Reducer               

 All Reducers fit standard 1.25" focusers  / All Reducers are a Two lens system for better 
correction  

 improved green multi-coating  / Manufactured using aluminum and glass construction  

 

                             www.opticstar.com 



    

 

Farpoint is dedicated to protection your gear from Dew, from the 
nightly elements or moisture and that’s why we developed a Desiccant 
cap to protect your valuable telescope from any occurring moisture 
which may compromise the rear objective. Our caps come in a 2”or 1.25” 
versions which include replacement desiccant and each Cap is made to 
replace your plastic or original factory end cap and they look awesome 
displayed on the back of your scope!  

 

 



 

 

Last year we announce another awesome product for dew prevention, our 
Dri-shield desiccant cap for Schmidt Cassegrain Telescopes. This much 
needed upgrade enables you greater protection for your front objective 
after nightly use than ever before and the best part about it? They 
won’t break, dent or wobble off the front of your scope like the stock 
versions do! You asked for it, you’ve got it, a replacement cap with 
dew protection and prevention all rolled into one NON-Breakable CAP!   

                 

                      

Made for Celestron and Meade SCT telescopes in sizes from 8”to 16” and each 
cap is fully lined with non-abrasive felt and each cap comes with a 

rechargeable desiccant insert. Limited life-time warrantee… 



 

 

Our superior quality Dew Shields round out our commitment to 
moisture prevention and protection. Made from the same tough ABS 
plastic as our Bahtinov mask, we increased the thickness of the 
inside felt flocking for greater durability and we gave each 
shield a higher quality dampening pad for longer and more 
durable life. WE made it better; we designed it better, so it 
works better for YOU!   

      

                  

 



                

                   

       

 Our Dew Shields come with a LIMITED LIFE TIME WARANTEE, 100% replacement!  

                       (Normal wear and tear only)  

 



 

 

You can go back & forth to compare dovetails, but Farpoint 

didn’t make a $25 dovetail version like some manufacturers, we 
made them to be the best MADE hands down! Our dovetails take more 
time & effort to manufacturer which equals better performance & 
we didn’t scrimp or cut corners by slamming machined aluminum 

together & dress it up in ORANGE… Our Dovetails display 
craftsmanship, from our finer design using rounded corners, to 
our richly colored finish and to top it off each Dovetail plate 
is neatly packaged & shrink wrapped in a custom labeled box, so 
when you open the lid YOU see the definition of Quality!  

   

   

                       Farpoint DA plates make adding accessories even better!   



 

 

Farpoint Universal Dovetail (Long Version).                                                                                                   

 

Farpoint Universal Dovetail (Short Version). 



               

           FMDUP & FMDUPS- METRIC Universal Dovetail Bars. 

7" & 10" Long with 60mm wide hole spacing for William Optics and 
similar Import made telescope rings. 

                   

                      FDTV - Televue Clamshell only dovetail bar. 

 



    

     FDTCS - Takahashi Clamshell to "D" sized Dovetail Bar. 

                                    

                          Pictured with Takahashi Clam shell  

 



 

      

            Farpoint TAK-01 DP Dual Clam Shell Dovetail   

                  

                       Pictured with Takahashi Clam Shell 



 

 

 

Tak Quick Release Bracket 

 

FTQ for Takahashi Finder Scopes 

(shown seperated)  

 



 

FPDBB Farpoint “Breadboard” Dovetail 

 

“VA” type adapter for Accessories 

( Note the brass spacer: The True mark of Craftsmanship )  

 

 



 

 FDC8 - Dovetail bar and radius blocks for Celestron 8" SCT OTA . 

 

FDC11 -Dovetail bar and radius blocks for Celestron 11" SCT OTA. 

 

 

 

 



 

FDC14 -Dovetail bar and radius blocks for Celestron 14" SCT OTA. 

 

        The Back side detail of our C-14 dovetail bar. 

 

 

   



          The “BOSS “of all dovetail plates… Farpoint “HD” Series 

  

 FDHDC14 - Heavy Duty dovetail bar for Celestron C-14 Imagers.   

            

 

         Farpoint Heavy Duty 14” vs. The “standard” 14” version.    

(The HD series fit regular 14”versions & the new Celestron HD version OTA)                      



 

  FDM8 - Dovetail bar and radius blocks for Meade 8" SCT OTA. 

 

         FDM10 Dovetail for Meade 10” SCT OTA. 

 



 

 Top: FDM12 Dovetail bars for Meade 12” Schmidt Cassegrain OTA.  

Bottom: FDM14 Dovetail bars for Meade 14” Schmidt Cassegrain OTA.  

   

  A Complete line of Radius Blocks.                   

 



           

           Vixen VCM 260 “D” Series Dovetail and Radius Blocks   

           

 4 Sided mounting position to add additional accessories...   

               (Each dovetail set comes complete with 1-dovetail, 2 radius blocks and set screws.)     

                                                                                    

 



 

 

 

       

                                          ” V” Series Long and Short Versions.  

     

        “V” Series Universal Long and Short Versions. 



          

       “V” Series Side-by-side Saddle plate. 

             

               “V” Series Saddle plate.  

 



 

    

                    

                    FVSEQ Saddle and Adapter for EQ6 mounts 

          

         “V” saddle to “D” series adapter  



 

 

Designated as the “HOT New Product” in 2007 by Sky and Telescope 
magazine, our Far-sight binocular mount has exceeded our wildest 
expectations. Fully machined in Stainless Steel the Far-sight is 
now the leading mounting platform for binoculars! The Far- sight 
has reached around the globe to offer birding, hunting and 
astronomy enthusiast one thing in common, a binocular mount made 

to last forever and our life time warrantee proves it… we’ve 
never have to replace one & we made it so we won’t have to!     

              

 

 

 



 

   

 

      

 



 

 

 The Eukliedes Parallelogram, dubbed by Sky and Telescope as a “Hot 
New Product “for 2010 this is the sturdiest, finest made binocular 
mount ever designed, built and offered. With a conservative weight 
capacity of 50 lbs. it comes fully anodized not powder coated! The 
Eukleides doesn’t have “pinch points “like older versions as it comes 
standard with an internal fully adjustable weight system so you never 
have to thread on additional counter weights or fight jittery balance. 
Whether you’re a birding enthusiast or want to mount a 100mm set of 

Bino’s on top you now have the ideal platform…The Eukleides! 

    

 

  



 

 

Picture with Fujinon 10x70 binoculars,Far- sight mount & Manfrotto Ball Head.   

        

 

 

 



Our New Light Weight “U Mount 1“Parallelogram is our newest 
addition to our ever growing line of Binocular accessories. Made 
from ridged Aluminum this fully anodized beauty is perfect for 

12 to 15 lb. binoculars. Each kit comes with 1 tripod adapter 
so you’re set and ready to view…  

           (Just add a tripod and your binoculars!)    

                                 

 Pictured with on a Bogan tripod using 10x70 Fujinon Binoculars, a Far-sight 
Binocular Mount plus 2- 5 lb. Counter weights. (Weights are optional)  

                                



 

 

“If you built it they will come” and that’s exactly what we had in 
mind, build an entry level telescope to compliment our leading 
accessory line and you have everything you need from one Company! Both 
our FP102 and FP80 ED refractors are top of the line telescopes but we 
designated them to be affordable not outperform your pocket book! Our 
goal was simple, offer a quality well made telescope that’s 
affordable, add in every accessories you need and you have the perfect 

combination… That’s a Farpoint Refractor!         

      

FP102 ED with 10:1 micro focuser, fully lined hard shell case, padded tube 
rings, “V” or “D” style dovetail, 7x50 cross hair finder and a  2”diagonal 
w/1.25” insert and brass compression ring. 

( Special ORDER only…Please contact your Dealer for complete information )  

 



       

* FP80 ED w/ 10:1 micro focuser, hard shell fully lined case, 2” diagonal, padded tube 
rings, “V” or “D” series dovetail and 2” Desiccant cap   

FARPOINT FP102 ED 4" Triplet: FL 660mm,  Ratio- f/6.5 - FLP 53 
glass 

Length: 24.25” – Weight: 9.8 lbs. Case size: 26.5” x 12.5” x 8” Total 
weight: 21 lbs.  

FARPOINT FP80 ED 3.15" Doublet: FL 560mm, Ratio- f/7 - FPL 53 
glass 

Length: 19” – Weight: 6.25 lbs. Case size: 21” x 10.25” x 7” Total weight: 14 
lbs.  

Each refractor comes with internal baffling, a fully collapsible dew 

shield w/aluminum cap, 2” Rotatable Crayford focuser with a 10:1 micro 
focuser and Farpoint 2” rechargeable Desiccant cap. 1 set of felt 
lined tube rings with either a "V" or “D” style dovetail. The exterior 

finish is pebble white low gloss and a hard shell padded carrying case 
w/ 2”/ 1.25” Dielectric Diagonal with brass compression ring.  

          * The FP80 is not available with a 7x50 finder scope or bracket. 

 



                                    

Fully Rotatable Crayford 10:1 Focuser with graduated scale                                                                                 

 

Multi-coated Air-spaced ED Objective 

 

 



 

 

Sleek in design - Full rounded corners - Padded adjustment knobs 
- Superbly manufactured & finished using superior craftsmanship. 
These examples can only define one thing a Farpoint Ring Set! 
From our advanced engineering we created the finest highest 
quality ring sets on the market and you only have to grab the 

tension knob to understand why…WE didn’t make just a set of 
rings; WE made our ring sets to be the FINEST you can buy!  

        

  

 160mm dual ring set mounted on a Farpoint Universal Dovetail plate.  
 

  

 



 

            

         125mm Ring Set (single ring pictured for display only). 

 

          108mm Dual Ring Set.           90mm Dual Ring Set. 

 

 

 



 

 

 

 

Left to Right:Farpoint “V” Series 90mm Dual set w/ “V” series dovetail  
“V” series 125mm dual Ring Set w/ “V Series dovetail . 

 

 Our “V” series ring sets come fully packaged and shrink wrapped, 
each ring comes with  white non-marking Delrin tipped adjustment 
screws vs. standard Black versions to reduce maring or possible 
scuff marks on your optical tube.  

 

 

 



 

 

 Farpoint tripod pads are the finest pads money can buy. Each pad 
is hand made using high quality materials; each tripod set is 
super rugged, remarkably durable & built to last! With 2 sets to 
choose from in either a triple illuminated version or a regular 
non-lit version YOU won’t ruin your expensive tripod legs with 
cheap imitations. Protect your gear and make your mount visible 
in the night with a set of FARPOINT Tripod Pads!     

            

     

                                                                                                                                                                                                                                                 

Pad Dimension:  4” x 1.25”  Battery type: 6 volt battery…Energizer 
A544, Eveready L544,  Panasonic 4LR44, Kodak K28A, K28L, Varta V34PX, 
V28PXL, RayoVac 2CR1/3N, Maxell 4LR44P, Toshiba 4LR44, Neda 1414A, 
1406LC, IEC 4LR44, 2CR11108. (Each pad has a removable base plate)  



 

 

A finely engineered product is the trade mark of excellence and 
that’s why our counter weight sets are a testament to that 
concept. Each counter weight set is manufactured using strict 
tolerances; extremely durable products using advanced modeling 
techniques and finished off with our superior made to last 
coating!      

      

 

Each FARPOINT counter weight set comes with 1 DA plate,  a padded easy grip 

knob, 1 steel threaded post and Two - 3 lbs. counter weights… 

 

 

 



 

 

  For Meade Light Bridge Dobs / Losmandy Tripod and Mount Knobs and More  

           

  3 lb. weight set (3 per set)          Fit’s all Meade Light Bridge Dobs 

 

           

        Replacement Knobs and Heavy Duty Spring set  

                 (Pictured with weight and knob set)   

 

 



 

           

 TKS Knobs for Losmandy GM8 or G11 Mounts (Pictured in Black or Clear)  

 

              

Celestron CGE Mount, replacement knobs or for Lomandy Tripod 
replacement knobs  

       

Moisture protection: Farpoint Desiccant packs (fully re-chargeable) 

 



     

              

 Rechargeable Desiccant insert for SBIG CCD Cameras  

                  

  1.25” Parfocal Rings        Glatter replacement switch 

 



Please visit us on the web for a dealer nearest you. 
You can also sign up to our Face book page to get the 
latest product upgrades and announcements and coming 

soon our YouTube Instructional videos. Coming in summer  

2012 is our newest product types… 

FARPOINT ATP “Advanced Technology Products” 

We make Good Even Better… 

 

“The Farthest Point of Vision “ 

A Division of Optical Structures Inc.  

 

Farpoint is the proud distributor of…  

 

OPTICSTAR Advanced CCD Imaging 

( North America Only ) 

11358 Amalgam Way, Suite A1 Gold River CA 95670                   
1-877-623-4021: Toll Free / 1-916-671-5669: FAX 

 

 



Farpoint is the proud sponsor of… 

  

 
      www.facebook.com/farpointastro / www.youtube.com/farpointastro 

                           

   

http://www.facebook.com/farpointastro%20/


        Farpoint proudly display our  

                         
                    Logo on every product. 

                    
Farpoint is a “Green” model business from Marketing 
to Manufacturing to e-commerce…we go Green!  

 

All Farpoint Products come with a 1 year warrantee free from all material 
flaws or defects in workmanship. Our Bahtinov Mask, Dri and Flex Dew Shields 

and Astro-Armour cases all come with a limited life time warrantee, 100% 
replacement! All Warranties are non-transferrable, normal waer and tear only, 

user mistreatment, alterations or misuse will void all warranties!  

ALL material content and product rights contained herein are reserved 2012.                                                      

 


