
1. Hot oil is dangerous and can cause
severe burns

2.

3.

4.

Always use a cross pattern, when tightening (just as
you would torque the lugnuts of a wheel).

5.

6.
limited slip rear end

Reuse of the old gear oil is not recommended.

7.

Maintenance is simple -

Be sure that the exhaust and the differential are cool

DO NOT OVER TIGHTEN.

.
. Place a bucket or pan under the differential housing to catch the old gear oil. Remove

the differential bolts, then the differential cover.

Remove all bolts, except for the top bolt. Loosen the top bolt, and carefully pry the
cover from the differential housing. Once all the oil is drained, remove top bolt. This method will
prevent the cover from falling off when draining oil.

Clean off all the old gasket material from the differential housing. While the cover is off, we
recommend that you use this opportunity to inspect the differential gears for any abnormal wear.
Also, inspect used oil for metal shavings or fragments.

Test fit the new cover, by checking for proper clearance of the ring gear, and suspension components
take into consideration suspension travel.

Install your new differential cover using the longer bolts provided and clear silicone
gasket sealant (not included). If your truck came with a rubber gasket you may reuse it.

Allow the silicone gasket sealant to fully cure adding gear oil. Refer to sealant manufacturers
instructions for curing time.

Remove the fill plug and fill with new synthetic gear oil that complies with your vehicle's specifications
(if you have a be sure to use the proper additive, available at your dealer).

Test drive the vehicle for a few miles. After this
“Shakedown” Run, inspect differential cover for leaks and re-torque bolts.

Service the differential every 15,000-30,000 miles depending on driving conditions or towing
(see owners manual for proper service intervals).

Wash with soap and water, . Chemicals such as brake fluid, brake cleaner,
gasoline, paint thinner, etc. will damage or destroy the look and integrity of your cover.

Dispose of old gear oil properly!

Removal Tip:

CLEAR GEARZ

CLEAR GEARZ

Torque all
the bolts to 5 ft Lb. with a torque wrench.

Before

Only

PROPER MAINTENANCE

Socket set or Wrenches Wheel Chocks

Torque Wrench Eye protection

Gasket remover Gloves

Floor Jack & Stands Drain Pan

Gear oil

Gear oil fill pump

Clear Silicone gasket sealant

(Synthetic gear lube for improved transparency)

(Clear sealant recommended for an invisible seal)
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INSTALLATION INSTRUCTIONS
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IMPORTANT! READ ALL INSTRUCTIONS BEFORE YOU BEGIN INSTALLATION.

DIFFERENTIAL COVERS

CLEAR POLYCARBONATE

ADDITIONAL SUPPLIES REQUIREDTOOLS REQUIRED (Not Included)
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