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Design Over-ear, Active Noise-Cancelling

Drive Components
Dual-drivers - Dynamic Moving Coil 40 mm and 
15 mm speakers

Features
Passive Cross-over Network, Active Noise Reduction, 
Mic+3-button remote

Cable Length 54̋  (137.2 cm)

Finish Copper/black

Frequency Response 20Hz - 20kHz

Input Connections 3.5mm

Input Impedance (@ 1kHz): 32 ohms

Sensitivity (@ 1 mW, 15 mm): 97.5 dB

Weight .78 lbs (356 grams)
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OVER-EAR HEADSET WITH STYLISH FINISH
Built from the same durable materials used in high-end eyewear, 
they exude both fashion and luxury.

DYNAMIC DUAL DRIVERS
Moving coil 40mm woofer provides deep bass and dynamic midrange 
with active crossover while 15mm tweeter brings crisp, clean highs.

ACTIVE NOISE CANCELLING (ANC)
Active noise cancelling for up to 45 hours on a single battery or 
use without battery as a stereo headphone.

HIGH-DENSITY MEMORY FOAM EAR CUPS
Allow for comfortable, long-term wear and superior noise-isolation.

ADVANCED THREE-BUTTON MIC AND REMOTE SYSTEM
Offers full control of iPhone, iPod touch and iPod models, while 
allowing for seamless control of music and phone calls.

HI-FI INSPIRED CABLES
2 detachable cloth cables like those used in premium, hi-fi 
systems, fit any device with a 3.5 mm headphone jack and provide 
flexibility and functionality.

At the heart of every Klipsch product is over 65 years of audio 
expertise beating strong. Our commitment to no-compromise 
performance has made us the preferred choice of top cinema 
operators, a leader in stereo and home theater sound and now a 
premium name in headphones.

This accessory works with the following (Audio is supported by all iPod models):


